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SEL Key
Key-switch selectors

Dimensions (mm)

The control for all operators

• Backlit with blue light, available in the surface-mounted or 
recess-mounted version.

• Cover in RAL 7024 grey colour.
• Available in the key-operated version with cylinder lock or with 

European DIN cylinder (even for 230 V applications).
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SURFACE-MOUNTED RECESS-MOUNTED

Dimensions table (mm)
MODELS TYPE MOUNTING B (mm) H (mm) P (mm) Q (mm) P + Q (mm)

806SL-0010 CYLINDER KEY SURFACE-MOUNTED 70,5 73,5 33,5 16,5 50

806SL-0020 CYLINDER KEY RECESS-MOUNTED 70,5 73,5 76 16,5 92,5

806SL-0050 DIN KEY SURFACE-MOUNTED 70,5 73,5 33,5 16,5 50

806SL-0060 DIN KEY RECESS-MOUNTED 70,5 73,5 76 16,5 92,5

806SL-0090 DIN KEY SURFACE-MOUNTED 70,5 73,5 33,5 16,5 50

806SL-0100 DIN KEY RECESS-MOUNTED 70,5 73,5 76 16,5 92,5

Technical characteristics
MODELS 806SL-0050 806SL-0060 806SL-0010 806SL-0020 806SL-0090 806SL-0100

Protection rating (IP) 44 44 44 44 44 44

Power (W) 0,3 0,3 0,3 0,3 - -

Max. rating of 24 V (A) relay contacts 3 3 3 3 - -

Operating temperature (°C) -20 ÷ +55 -20 ÷ +55 -20 ÷ +55 -20 ÷ +55 -20 ÷ +55 -20 ÷ +55

 24 V DC
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THE COMPLETE RANGE

Code Description

Key-switch selectors with DIN lock

806SL-0050 SELD1FDG - surface-mounted key-switch selector with blue backlight and 
DIN lock cylinder. RAL7024 Gray color.

806SL-0060 SELD2FDG - Recess-mounted key-switch selector with blue backlight and 
DIN lock cylinder. RAL7024 Gray color.

Key-switch selectors with DIN lock for 230 V AC controls

806SL-0090 SELD1FAG - Surface-mounted key-switch selector and DIN lock cylinder for 
230 V controls. RAL7024 Gray color.

806SL-0100 SELD2FAG - Recess-mounted key-switch selector and DIN lock cylinder for 
230 V controls. RAL7024 Gray color.

Key-switch selectors with cylinder locks

806SL-0010 SELC1FDG - Surface-mounted key-switch selector with blue backlight and 
cylinder lock. RAL7024 Gray color.

806SL-0020 SELC2FDG - Recess-mounted key-switch selector with blue backlight and 
cylinder lock. RAL7024 Gray color.

Accessories for: 806SL-0060 - 806SL-0100 - 806SL-0120

001CSS Post made of natural-finish, anodized aluminum.

001CSSN Post made of black, anodized aluminum.
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