
Above ground 
operator for
swing gates
of up to 1.8 m
per gate leaf

A new concept in safety

Amico is the revolutionary solution for 

residential and apartment block swing 

gates. It provides the best in terms of 

active safety measures thanks to the 

testing it has undergone to bring it up 

to EU standards in matters of impact 

forces.

new

Amico

Gate operators tested 
in compliance with 

European 
Standards on the
subject of impact 

force
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Radio transmitter

Control panel

Gate plate

Flashing light
Antenna

Electric cables junction box

Photocell

Switch

Cordless photocell
Photocell post

Amico
Amico is a safe, innovative operator, with an extra touch: 
its force is encoder controlled.  Coupled with the ZL90 
control panel, it makes it possible to install systems 
which are duly compliant with European standards as 
concerns the maximum impact forces generated by 
gate movement.

Amico is a
24Volt

operator
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Besides the normal control and safety 
functions, Amico’s new electronics 
provide certain peculiarities which allow 
for total control of the operator and
optimisation of its functions, such as:

> Signal led
built into the control board to
provide easy diagnosis of the
systems functions:
> End-point control 
through the encoder to easily 
manage movement and slow-down 
phases.
> Simplified installation
through one, three-polar cable which 
handles the power supply and the 
slow-downs.

The electronics

The range

Self-locking operator with 
encoder.
Control panel for two-leaf 
swing gates.
Card for connecting two 
12V – 1,2Ah emergency 
batteries with battery-rack.

Gate leaf width (m)   Gate leaf weight (kg)

1 250
1,5 215
1,8 200 

Limits to use

A1824

ZL90

LB90

Blackouts no more! 
Amico’s 24V electronics automatically 
detect any lack of power and activate 
the emergency mode which works on 
(accessory) batteries built-into the
assembly.

Eye-catching design.
The aluminium supporting structure 
makes Amico extremely robust. Careful 
design and attention to detail, besides 
bestowing its exclusive look, also
protect it from environmental agents.

Cordless photocell
Photocell post

Amico operator

Amico operator

Cordless photocell

Photocell

EN12445 – EN12453 compliant. 
Through the ENCODER, the dedicated 
panel constantly controls the gate 
leaves’ movement allowing for safe 
thrust, and is EU standard compliant.

Dimensions Standard installation

Technical features

Type
Protection rating
Power supply (V)
Motor power supply (V)
Current draw (A)
Max power (W)
Thrust (N)
Duty cycle (%)
Opening time 90° (s)
Operating temperature (°C)

A1824
IP44
230 A.C. 50/60 Hz
24 D.C.
4 max
100
400 ÷ 2000
intensive use
adjustable
-20 ÷ +55

Made in Italy



Axo
When reliability is a matter 
of principle.

Axo is the new electromechanical 

operator designed for long life and 

utmost safety even with very large

gates. The impact force developed 

by the gate movement conforms 

to current European standards.

External
operator for swing
gates of up to
3 - 4 - 5 - 7 m
10 - 13 - 16 - 23 ft
long gate leaves

Gate operators tested 
in compliance with 

European 
Standards on the
subject of impact 

force.



Electromechanical is better. 
Axo is an electromechanical operator 
in line with Came tradition. 
It is designed to always work, even in 
the severest of climatic conditions.

Axo 
Came

dependability and 
experience at the 

touch of your
fingertips

A design to serve technology. 
Came innovation has designed
an excellent versatile bearing 
structure. The two stems in the 
versions up to 3 and 7 m per 
leaf, engage smoothly into a 
single semishell structure.

Encoder management.
The slow-down speed of the 230V 
A.C. gearmotor is also controlled 
by encoder technology which ke-
eps the generated force under 
control as well.

En Tested safety.
Axo technology conforms to
the current European standards 
relative to impact force.

Choose among 6 models. 
The Axo range features 6 different mo-
dels each thought up to meet every 
need in terms of use and application.

The gearmotor has bearing semi-shells in die-cast aluminium of excellent
quality and silent running. Axo is equipped with adjustable mechanical
stop to memorize the gate run. Available also in the 24V version with the
simplified connection system with only one single three-wired cable and
with the innovative 230V technology, which gives very efficient and simple
control of slowing down movements.

True comfort. 
The electronics of the 24V version can be equip-
ped with a device that, in the event of a black- 
out, activates the emergency back-up function 
that uses batteries. In industrial and other inten-
sive use settings, Ati can also be connected to an 
emergency generator.

EN12445 – EN12453 compliant. 
The dedicated panels (ZM3E and 
ZLJ24) constantly control the gate 
leaves’ movement allowing for safe 
thrust, and is EU standard compliant.

New tecnology inside. 
The revolutionary double-threaded 
worm-screw drastically reduces 
wear on the axle box.



Besides the usual control and safety functions, Axo’s new 230V electronics
provide certain details that allow for total control of the operator
and optimal working conditions of the same. Here are some examples:

> Total control of the gate from the transmitter
control including the possibility of immediately stopping the movement of the gate leaves.

> Possibility of programming the gate to partially open
Ideal for all entrances that don’t have a specific pedestrian gate.

> System’s active safety-devices test
performed prior to each gate opening and closing cycle.

The 230V electronics

Axo is EN TESTED

When total comfort, performance and safety are needed, Axo’s
technology elevates the potential to the highest standards, meaning: 

> Controlled impact forces
Thanks to laboratory testing carried out on a door sample, all versions of Axo are
European standard EN12445 and EN12453 compliant, in terms of impact forces.

> No more blackouts
Axo’s 24V electronics automatically detect any absence of power and immediately
activate the emergency back-up batteries, to always open and close the gate (optional).

> Frequent passages
The low-voltage gearmotor guarantees functioning even in the harshest of working
conditions, such as in apartment blocks and industrial facilities.

> Obstacle detection
A special electronic circuit constantly sweeps for any obstacles to the gate leaves,
and if needed stops or inverts the direction of motion.

In the event a careful analysis of the automated gate’s risks were to require it, the use of sensitive safety infrared or contact edges 
becomes indispensable. In the event of panel gates, and very windy conditions, we suggest installing the 230V version.

Radio transmitter

Gate plate

Flashing light
Antenna

Photocells
Photocell post

Photocells
Photocell post

Electric cable
junction box

Axo operator

Connection
control board

Safety sensitive 
edges

Emergency 
batteries 

card

Control panel
Radio receiver

Switch

Axo operator

Standard installation



The range
External 230V A.C. operators and control panel
AX302304 Self-locking operator for gate leaves up to 3 m / 10 ft. (Opening time 90°: 20s)
AX402306 Self-locking operator for gate leaves up to 4 m / 13 ft. (Opening time 90°: 28s)
AX412306 Reversible operator for gate leaves up to 4 m / 16 ft. (Opening time 90°: 28s)
AX71230  Reversible operator for gate leaves up to 7 m / 23 ft. (Opening time 90°: 40s)
ZM3E Multifunction control panel with signalling display, self-diagnosis of safety devices

and built-in radio decoding.

24V D.C. external operators and control panel
AX3024 Self-locking operator for gate leaves up to 3 m / 10 ft. (Opening time 90°: adjustable)
AX5024 Self-locking operator for gate leaves up to 5 m / 16 ft. (Opening time 90°: adjustable)
ZLJ24 Control panel for two-leaf swing gates with built-in radio decoder.

Accessories
LB180 Card for connecting two 12V – 1.2Ah emergency batteries with rack

for ZL180 control panel.
LOCK81 Electric lock with single cylinder.
LOCK82 Electric lock with double cylinder.

Note:
* If it is larger than 3 meters, the blocking electric lock must be installed on the leaf.
º If it is larger than 5 meters, panels must not be fitted.
Attention must be paid when there is strong wind with the reversible versions if the gate is open as it could slam shut.

Dimensions

Technical features
Type AX302304 AX402306-AX412306 AX71230 AX3024 AX5024

Protection rating IP44 IP44 IP44 IP44 IP44

Power supply (V) (50/60Hz) 230 A.C. 230 A.C. 230 A.C. 230 A.C. 230 A.C.

Motor power supply (V) 230 A.C. 50/60 Hz 230 A.C. 50/60 Hz 230 A.C. 50/60 Hz 24 D.C. 24 D.C.

Current draw (A) 1,5 1,5 1,5 10 Max 10 Max

Power (W) 175 175 175 120 120

90° opening time (s) 20 28 40 ADJUSTABLE ADJUSTABLE

Duty cylce (%) 50 30 30 INTENSIVE USE INTENSIVE USE

Thrust (N) 500 ÷ 4500 500 ÷ 4500 500 ÷ 4500 500 ÷ 4500 500 ÷ 4500

Operating temperature (°C/°F) -20 - +55 / -4 - +131

Motor’s thermo-protection (°C/°F) 150 / 302 150 / 302 150 / 302 - -

120V A.C.- 60 Hz PRODUCTS, PLEASE CHECK OUR PRICE LIST      230V A.C.   24V D.C.

Limits to use
Model       AX302304 - AX3024

Max width of gate leaf (m/ft) 2/6.56 2.5/ 8.20 3/10

Max weight of gate leaf (Kg/lb) 800/1.770 600/1.330 500/1.102

Model       AX402306 - AX412306

Max width of gate leaf (m/ft) 2/6.56 2.5/ 8.20 3/10 4*/13.12

Max weight of gate leaf (Kg/lb) 800/1.770 600/1.330 500/1.100 300/661

Model      AX5024

Max width of gate leaf (m/ft) 2/6.56 2.5/ 8.20 3/10 4*/13.12 5*/16.40

Max weight of gate leaf (Kg/lb) 1000/2.204 800/1.770 700/1.543 500/1.100 400/882

Model      AX71230

Max width of gate leaf (m/ft) 2/6.56 2.5/ 8.20 3/10 4*/13.12 5*/16.40 6* ° /19.68 7* °/22.96

Max weight of gate leaf (Kg/lb) 1000/2.204 800/1.770 700/1.543 500/1.100 400/882 350/772 300/661

 230V A.C.   24V D.C.

800 - 1180*

* AX71230 - AX5024

800 - 1100*

325 - 625*

100

12
3

16
2

Made in Italy

For its quality processes 
management Came Cancelli 
Automatici is ISO 9001:2000 

certified, and for its 
environmental management 

it is ISO 14001 certified. 
Came designs and 

manufactures entirely 
in Italy.

© Came  KDEP#CEN79A3S10409 - 4/09 

Came
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Ferni
The best in terms of
versatility and power

Ferni is the specific solution for 

swing gates installed on large

pillars. Its unique transmission 

lever, provides a simple and

effective solution to the movement 

issues related to such gates.

External
operators for swing 
gates of up to 4 m 
per gate leaf

The range
230V A.C. operators
F1000    Self-locking operator with articulated transmission arm. 
F1100    Reversible operator with articulated transmission arm. 

230V A.C. control boards and ABS casings
ZF1 Basic control board for 2 gate leaves fitted to take Came radio cards.
ZA4 Basic control board for 2 gate leaves fitted to take Came radio cards. (AF30-AF40 excluded).
ZA5 Control board for 1 gate leaf fitted to take Came radio cards. (AF30-AF40 excluded).
ZA3  Plus control board for 2 gate leaves fitted to take Came radio cards.
ZM2 Multifunction control board for 2 gate leaves with safety device self-diagnosis, fitted to take Came radio cards.
S4339 ABS casing with transformer. Dimensions L 197 x D 110 x H 290 mm.
S4340 ABS casing with transformer. Dimensions L 240 x D 145 x H 320 mm.

24V D.C. operator and control panels EN12445 - EN12453 tested
F1024    Self-locking operator with articulated transmission arm. 
ZL170N Control panel for one-leaf swing gates with radio decoding.
ZL19N Control panel for two-leaf swing gates with radio decoding.

Accessories 
F1001 Straight telescopic transmission arm (max 2 m each wing).
LB18  Card for connecting three 12V – 7Ah emergency batteries, with ABS casing.
LOCK81 Electric lock 12V A.C. - D.C. single cylinder.
LOCK82 Electric lock 12V A.C. - D.C. double cylinder.
H3000 Cord-operated release mechanism (length 5 m) complete with protective casing.
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Limits to use

Types   F1000  -  F1100  -  F1024 

Max gate leaf width (m)  2 2,5 4

Max gate leaf weight (Kg)  800 600 400

The data and information shown in this catalogue are subject to change without the obligation to give prior notice by Came cancelli automatici S.p.A.

www.came.it - info@came.it

Made in Italy

For its quality processes 
management Came Cancelli 
Automatici is ISO 9001:2000 

certified, and for its 
environmental management 

it is ISO 14001 certified. 
Came designs and 

manufactures entirely 
in Italy.

Technical features

Types

Protection rating

Control panel power supply (V)

Motor power supply (V)

Current draw (A)

Max power (W)

Opening time 90° (s)

Duty cycle (%)

Max torque (Nm)  

Operating temperature (°C) 

F1000

IP54

230 A.C. 50/60 Hz

230 A.C. 50/60 Hz

1,3

150

18

30

320

-20 ÷ +55

F1100

IP54

230 A.C. 50/60 Hz

230 A.C. 50/60 Hz

1

110

18

50

380

-20 ÷ +55

F1024

IP54

230 A.C. 50/60 Hz

24 D.C. 

15 max

180

16 ÷ 45

intensive use

470

-20 ÷ +55

 230V A.C.  24V D.C.

340

16
8

M
ax

 3
80

 m
m

Pillar Pillar

182

M
ax

 3
80

 m
m

Leaf

Leaf

Note
In case the gate leaf is longer than 2.5 m, we recomend the use of an 
electric lock to apply to the F1000 and F1024. The same application is 
indispensable in case of the F1100 model.

Dimensions

Gate operators tested 
in compliance with 

European 
Standards on the
subject of impact 

force.



Ferni
A universal
solution in

three models

The articulated arm. 
It is ideally applied to gates with large 
sized pillars and when gate leaves are 
installed on the outer side of the pillar.
Also available is the “slide” version, 
to install where little lateral space is 
available.

Ferni’s new, 230V A.C. electronics provides specific command and safety 
features, which are standard in the basic version. However, when cutting-edge 
technological performance is required in terms of duty and safety,
additional control boards are available. Here are some examples:

> System’s active safety-devices test
prior to each gate operation, whether opening or closing.

> Pedestrian or partial opening
So that only one gate leaf will open, or partially open, to allow pedestrian access.

> Total control of the door from the transmitter 
which also includes the possibility of immediately stopping the gate’s movement.

The 230V electronics

When absolute comfort, in terms of performance and safety, is required, 
Ferni’s 24V technology enables the operator to reach its full
potential, meaning: 

> Controlled impact forces
Thanks to laboratory testing carried out on a gate sample, 24V Ferni is European standard 
EN12445 and EN12453 compliant, in terms of impact forces.

> Blackouts no more
Ferni’s 24V electronics automatically detects any interruption of power supply and
activates the emergency back-up auxiliary batteries, so that the gate will always open
and close.

> Intensive use and frequent passages
The low-voltage motor guarantees functioning even in the harshest conditions such as  
apartment blocks or industrial applications. The manoevring speed is adjustable allowing 
a silent and soft closing of the gate leaves.

> Obstacle detection
A special electronic circuit constantly analyses the proper functioning of the gate leaves,
and will either stop or invert the mode, if it comes into contact with any obstacles.

Radio transmitter 

Gate plateFlashing light
Reception antenna

Standard installation

Photocells
Photocell post

The sturdy and powerful operator featuring an articulated arm for swing gates 
with gates leaves of up to 4 m in length.
A system which enables gate automation when the dimensions of a pillar prevent 
any other operator from being installed.
Ferni is also available in the 24V version for more intensive duty.

In the event a careful analysis of the automated gate’s risks were to require it, the use of sensitive safety infrared or contact 
edges becomes indispensable.
In the event of panel gates, and very windy conditions, we suggest installing the 230V version.

Practical and safe. 
The gearmotor release, protected 
by door and lock enables the 
manual opening of the gate during 
a power outage.

Precise, sturdy and 
dependable. 
Ferni features micro-switches for 
adjusting the opening of the gate 
leaves and is made of long-
wearing materials that do not require 
periodic maintenance.

Large sized Pillars. 
Ferni is the optimal solution for 
gates with leaves of up to 4 m, 
mounted on pillars where the 
motor-hinge centre distance can 
be quite large (up to 38 cm).

True comfort. 
The electronics of the 24V version may 
be fitted with a device that, during a 
power outage, activates the emergency 
operating mode by using auxiliary bat-
teries.

Ferni operator

Designed to withstand anything. 
The high grade of sturdiness of all 
of the inner and outer components, 
make Ferni suitable for any application 
contexts, even the most demanding.

Control panel

Sensitive saftety 
edges

Electric cable
junction box

Switch
Cable connection 

check card 

Emergency
battery card Photocells

Ferni operator

Cordless 
photocell

EN12445 - EN12453 compliant.
The ZL19N and ZL170N constantly 
control the gate leaf movement by 
means of an encoder and allow for a 
safe thrust in compliance with the 
European standards.

24V Ferni is EN TESTED



Flex
Exclusively designed
operator for
pedestrian gates

An operator for small-sized 

pedestrian gates.

It is the ideal solution to manage

pedestrian access in apartment 

blocks and residential buildings.

External
operator for swing 
gates of up to 1.6 
m per gate leaves

Gate operators tested 
in compliance with 

European 
Standards on the
subject of impact 

force.



Radio transmitter

Control panel
Radio receiver

Gate plate

Flashing light
Reception antenna

Cordless
photocell

Safety sensitive
edge

Flex operator

Electric cables
junction box

Connection check card

Photocell
Switch

Photocell
Photocell post

Flex
This external operator for small-sized swing gates is 
specifically designed to be installed in residential 
buildings,  apartment blocks or company facilities. 
It can be mounted on very small pillars, starting from 
8 cm in width. Flex provides maximum comfort and is 
ideal for pedestrian access gates.

Great comfort in 
very little space

In addition to the regular command and 
safety functions, the new electronics 
fitted into the Flex series models 
provide special features which give 
total control and optimisation of the 
operator, such as:

> Gate stopping directly from 
the transmitter to always handy 
control the gate.

> Programming the command 
for partial opening of the gate 
leaf ideal for all entrances lacking a 
pedestrian gate.

> Electronic obstacle detection
for the best safety during the 
movement.

The electronics
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In the event a careful analysis of the automated gate’s risks were to require it, the use of sensitive 
safety infrared or contact edges becomes indispensable.

8580

90°

36
0

230 100

F500 F510

90°

       

Electronically controlled gate movement. 
Even the slightest obstacle will trigger the 
gate stopping function thanks to the 
amperometric detection device 
(featuring the ZL160N control board).

True comfort! 
The electronics in the Flex system can be 
augmented with a device that, in the event of 
a power outage, automatically activates the 
emergency function mode through batteries 
and automatically recharges them (optional).

Functionality and aesthetics in just 8 cm. 
Extreme compactness in a simple, versatile 
product. Flex is also available in the “slide arm” 
version, when reduced space or lateral wall 
require such a  solution.

 
Gate leaf width (m)  Gate leaf weight (Kg)

 0,8  150 
 1,2  125 
 1,6  100 

Limits to use

Came
cancelli automatici
s.p.a.

via Martiri della Libertà, 15
31030 Dosson di Casier - Treviso - Italy

www.came.it - info@came.it 

EN12445 – EN12453 compliant. 
The ZL160N control panel constantly 
controls the gate leaves’ movement 
allowing for safe thrust, and is EU 
standard compliant.

24V D.C. reversible 
operator with  articulated 
arm.
24V D.C. reversible 
operator with straight 
arm and slide guide.
Control panel for 2 leaves.
Control panel for 1 leaf.
Emergency battery card
Electric lock (single cylinder).
Electric lock (double cylinder).

The range
F500

F510

ZL160N
ZL150N
LB54
LOCK81
LOCK82

Dimensions Standard installation

Technical features

Type
Protection rating
* Power supply (V)
Motor power supply (V)
Current draw (A)
Max power (W)
Max torque (Nm)
Duty cycle (%)
Opening time 90° (s)
Operating temperature (°C)

F500 
IP54
230 A.C.
24 D.C.
2 max
48
100
intensive use
13
-20 ÷ +55

F510
IP54
230 A.C.
24 D.C.
2 max
48
100
intensive use
9
-20 ÷ +55

Made in Italy

* 50/60Hz



Krono 
Reliability and prestige

An operator in the best of Came 

tradition: solid and silent.

The ideal solution for prestigious

gates which integrates harmony,

aesthetics and functionality.

External
operators for 
swing gates of up
to 3 and 5 m per 
gate leaf



Krono
The special aluminium structure makes Krono the 
optimal solution, due to its extra sturdiness and
applicative flexibility. It comes in three versions,
and is especially suited to residential applications.
It is designed for swing gates of between 3 to 5 m 
in length per gate leaf.

Maximum
applicative

flexibility
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In the event a careful analysis of the automated gate’s risks were to require it, the use of sensitive 
safety infrared or contact edges becomes indispensable.

Switch

Photocell

Radio transmitter

Control panel
Radio receiver Gate plate

Flashing light
Reception antenna

Came
cancelli automatici
s.p.a.

via Martiri della Libertà, 15
31030 Dosson di Casier - Treviso - Italy

www.came.it - info@came.it 

Connection check card

Photocell

Safety
sensitive edge

Perfect integration. 
Its “stem” shape and the special 
coating make Krono suited to many 
architectural contexts, even the 
most demanding.

Great solidity and efficiency. 
All of the equipment is made of aluminium 
to ensure solidity and lasting power over 
time.

Krono operator
Release

Electric cables
junction box

Blocking during closing. 
Krono, thanks to its self-locking, maintains 
blocking during the gate’s closing cycle.

Cordless photocell

Made in Italy

Dimensions Standard installation

Technical features

KR300-310
IP54
230 A.C.
230 A.C.
1,1
130
400÷3000
30
22
-20 ÷ +55

KR510
IP54
230 A.C.
230 A.C.
1,1
130
400÷3000
30
34
-20 ÷ +55

Krono’s new electronics provide spe-
cific command and safety functions, 
depending on the specific needs. 
From the BASIC version, to the more 
complete MULTIFUNCTION version, 
which provide:

> Gate stop from the radio 
transmitter. For total control of 
movement.
> Partial opening
to favour pedestrian access.
> Electronic obstacle detection
for the best safety during the 
movement.

The electronics

230V A.C. self-locking 
operator.
230V A.C. self-locking 
operator with built-in 
gate-leaf stopping
micro-switches.

The range
KR300D/S

KR310D/S
KR510D/S

KR300/310
Gate leaf width (m) Gate leaf weight (Kg)

2 800 
2,5 600 
3 400 

KR510
Gate leaf width (m) Gate leaf weight (Kg)

2 1000 
2,5 800 
3 600 
4 500 
5 400 

Limits to use

Type
Protection rating
* Power supply (V)
* Motor power supply (V)
Current draw (A)
Max power (W)
Max torque (Nm)
Duty cycle (%)
Opening time 90° (s)
Operating temperature (°C)

* 50/60 Hz



S
ty

lo

EXTERNAL
OPERATOR FOR 
SMALL AND
MEDIUM SWING 
GATES



Narrow, compact with an exclusive design, Stylo is the 
new solution for small and medium size swing gates. 
Easy to install even on pre-existing gates or without 
any prior preparation, and on very narrow pillars. The 
best of Came technology and safety concentrated in 
just a few centimetres.

1 2 3 4 5 6 7 8 9 10 11 12

1 2 3 4 5 6 7 8 9

10cm
11 12

Small in size 
but great in
performance

Stylo



MAXIMUM POWER 
IN JUST 8 CM.
Easy to install on pre-existing or new gates, Style is 
ideal to automate pedestrian or driveway gates up to 
1.8 m per leaf.
Tested in compliance with European regulations 
relative to impact force, it can be installed on small and 
medium sized pillars, from just 10 cm wide.
It is easily installed without any hidden costs, making 
the installer’s work easier and speeding up the issue of 
the Compliance Certification.

STRONG POINTS:

Faster work for the installer with no need for any 
structural work. Stylo occupies a minimum amount of 
space and is very flexible and adaptable to the majority 
of small and medium size gates: it is easily installed 
even on narrow pillars without any masonry work
required. The exclusive EN Tested technology
guarantees high safety standards in compliance to the 
strict European regulations. This enables professional 
installers to streamline certification procedures, offering 
a totally safe automation.

Users are guaranteed maximum comfort and reliabi-
lity, and are able to automate their gates in complete 
safety without any invasive or costly jobs to perform, 
even in unsuitable conditions. The appearance of 
the gate remains unchanged and its movements are 
always modern and efficient.

ARTICULATED OR STRAIGHT,
PERFECT RESULTS.
Two different types of arm are available depending 
on the type of application. Stylo is available with an 
articulated or straight “slide” transmission arm. Came 
suggests this alternative where there is very little space 
available, especially against lateral walls and fences.

External motor that is ideal for even 
small pillars.

STYLO, THE SIMPLE
MODERN AUTOMATION 
FOR GATES.

WITH STYLO, RESTRICTED 
SPACES ARE NO LONGER A 
PROBLEM.

Reasons
to choose
Stylo



In addition to its standard command and safety 
functions, Stylo’s new electronics bring numerous new 
features that enable total control of the automation 
and unique optimisation of the service.

Display to view function programming.
Warning leds built-into the control board provide quick 
diagnosis of the system.
Self-diagnosing of safety devices. 
ENCODER-based electronics manage for obstacle 
detection.
ENCODER-based endstop control to easily
management movement and slow-down phases.
Simplified installation: requires only one
four-conductor cable to handle power source and 
slow-downs.
Memorisation of the transmitters using different 
codes (up to 250 users).

MADE IN ITALY,
MADE IN CAME.
The 100% Made in Italy originality mark testifies that 
Stylo, like the rest of the Came product range, stems 
from a quality manufacturing process, engineered to
generate technologically reliable and efficient products. 
These are tested for wear and tear for an equivalent 
period of 10 to 15 years of intense activity. They are 
also tested for extreme temperature resistance (lows 
of -40°C to highs of +80°C). Specific tests also check 
how the device functions with any electromagnetic 
interference.
That is why, if properly installed, Style lasts longer and 
is problem-free even in severe weather conditions.
All this means authority and prestige to the installer, 
and safety and peace of mind to the user.

INTENSIVE USE,
BLACKOUTS GOODBYE.
The 24 V motor is perfect for intensive use conditions. 
Not only: in case of blackouts Stylo’s ZL92 electronics 
automatically detect the power cut and activate the 
auxiliary, optional emergency batteries, which always 
guarantee that the gate can be opened or closed.

EN TESTED:
NO COMPROMISE WHEN IT 
COMES TO SAFETY.
Stylo is EN Tested automation, that is, it has been 
manufactured and tested according to the rigorous 
criteria set out by current European Regulations con-
cerning impact force. Thanks to this, the device can 
readily be certified on site by installers. 
Essentially, the electric lock incorporated in the motor 
guarantees safe closing and can only be released 
using the customised key.
Stylo also has an additional safety system which
monitors gate-leaf movement via the ENCODER
electronics (Hall sensor and polarised magnet).
Any contact with possible obstacles, immediately 
inverts the direction of movement.
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Self-locking operator with encoder for gate leaves of up to 1.8 m / 6 ft.001STYLO-ME

Control panel for two-leaf swing gates with function programming display,  
self-diagnosing safety devices and built-in radio decoder

002ZL92

Card for connecting n. 2 12V – 1.2 Ah emergency batteries.002LB90

Articulated transmission arm.

Straight transmission arm and slide guide.

001STYLO-BS

001STYLO-BD

24 V DC external operator and control panel - tested in compliance with
EN 12453 - EN 12445

Accessories for: 002ZL92

Accessories

Technical features
TYPE STYLO-ME
Protection rating IP54
Power supply (V - 50/60 Hz) 230 AC
Motor power supply (V - 50/60 Hz) 24 DC
Current draw (A) 5 MAX
Power (W) 48
90° opening time (s) ADJUSTABLE
Duty cylce (%) INTENSIVE USE
Thrust (Nm) 100
Operating temperature (°C) -20 ÷ +55
Motor’s thermo-protection (°C) -

  24 V DC

Limits to use
MODEL STYLO-ME
Max width of gate leaf (m/ft) 1,8/6 1,293.9 0,8/2.6
Max weight of gate leaf (Kg/lb) 100/220 125/275 150/330

Max opening of gate leaf (°)
120 (with 001STYLO-BS)
135 (with 001STYLO-BD)

  24 V DC

The

range
Stylo
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Came cancelli automatici s.p.a.

Via Martiri della Libertà, 15
31030 Dosson di Casier
Treviso - Italy
Tel. (+39) 0422 4940
Fax (+39) 0422 4941
info@came.it
www.came.com
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FIND OUT WHAT’S
NEW WITH CAME
from your wholesaler
or from came.com

PRODUCTS




